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GENERAL INFORMATION : 
- 120 stadium-seating capacity (significantly increasable  
  depending on event) 
- Floor Space: 173 mq2 
- Seating Area: 80 mq2 
- 2 x Side Passageways: 30 mq2 each 
 

 
SPECIFICS: 
- Parquet Deco flooring coated with ECOMAX “RF 101” 
fireproofing (CNVVF/UNI 9796) 
- PLANILUX safety glass (22.28 mm thick) dividing two stadium-
seating sections 

       - Stadium seating treated-15 mm thick SUPERLUX-S fireproofing 
- 10 x McQuay heating/air circulation system 
- Battery backup with emergency lighting in case of power failure 
- Cinema screen 5 m x 4 m 

         - 8 x movable dividers 
         - 8 x electric curtains 
         - VCR, DVD multi-region 
         - PowerPoint 

      - Other equipment upon request 
 
SPEAKER SYSTEM 1: 

- 8 x Atrium55 Speakers (27x19x23 cm each) with 200-watt peak output 
- 1 x 2-channel amplifier: 110 watts RMS output 

 
 
 
 

      SPEAKER SYSTEM 2: 
      - 2 x 15” speakers: each with two EV bass drivers and one 2” EV  
         compression driver - dimensions 132 x 90 x 76 cm 
      - 2 x Crown 2-channel amplifier and mod. 5000 at 5000 WRMS; 

          6800 watts RMS output 
 

                                                                        THEATRICAL L IGHTING : 
      - 30 x 500 watt stage lights                        


